Schottky Barrier Rectifier

0.2A 30V SOD-523

MERITEK

FEATURES
¢ High Speed Switching

e Low Forward Voltage Drop

¢ Silicon Epitaxial Planar Chip, Metal Silicon Junction

e Application: Low-Voltage, High-Frequency Inverters, Free Wheeling, and

Polarity Protection

ELECTRICAL CHARACTERISTICS
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‘ Parameter Symbol Value Unit
Maximum Recurrent Peak Reverse Voltage Virm 30 \
Maximum Continuous Reverse Voltage Ve 30 \%
Maximum Average Forward Rectified Current |F(AV) 0.2 A
Peak Forward Surge Current 60Hz for 1 Cycle lesm 1.0 A
Maximum Forward Voltage Ir==0.2A Ve 0.50 \%
Maximum Reverse Current Vg=10V I 30 HA
Diode Capacitance Vr=10V, f=1MHz C, 4.0 pF
Operating Junction and Storage Temperature Range T, Tere -40 to +125 °C
Note: Ratings at 25°C ambient temperature unless otherwise specified.

DIMENSIONS
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CHARACTERISTIC CURVES

Typical Forward Current Derating Curve
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Ta, Ambient Temperature (°C)
Typical Diode Capacitance
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Vg, Reverse Voltage (V)

I, Instantaneous Forward Current (mA)

Ir, Instantaneous Reverse Current (uA)

Typical Forward Characteristics
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Ve, Instantaneous Forward Voltage (V)

Typical Reverse Characteristics
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Vg, Instantaneous Reverse Voltage (V)
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